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A s a mother of two sons, I’ve 
done my best to give equal 
airtime to each child, and I 

carry that approach to equality into 
my work life. So, it is appropriate 
that my article in this issue of LUST
Line focuses on the prevention side 
of the underground storage tank 
(UST) program, since my last article 
talked about the UST cleanup pro-
gram. 

Actually, the timing is perfect for 
me to write about prevention, given 
there are compliance deadlines com-
ing due less than one year from now. 
We have also produced numerous 
resources and are working on more 
to help our co-regulators and the 
regulated community achieve, and 
remain, in compliance with the 2015 
federal UST requirements. 

Below I provide information 
about the October 2018 UST dead-
lines; explain whether federal or 
state UST regulations apply; and dis-
cuss the deadline for re-applying for 
state program approval (SPA). Plus, 
I share with you resources—already 
developed and still being devel-
oped—to help in complying with the 
2015 UST regulation. 

2015 UST Regulation 
Emphasizes Proper 
Operation and Maintenance 
As you know, USEPA’s revised UST 
regulation, which affects owners 
and operators in Indian country and 
in states and territories (referred to 
as states) without state program 
approval, took effect on October 13, 
2015. The revisions established fed-
eral requirements that are similar to 

key portions of the Energy Policy Act 
of 2005, and they strengthened the 
1988 federal underground storage tank 
regulation by increasing emphasis on 
properly operating and maintaining UST 
equipment. 

Some requirements—such as test-
ing following a repair, notifying imple-
menting agencies about ownership 
changes, and demonstrating compat-
ibility—were effective immediately. Still 
other requirements—such as second-
ary containment and interstitial moni-
toring for new and replaced tanks and 
piping, and under-dispenser contain-
ment for new dispenser systems—
became effective on April 11, 2016. 
USEPA’s website at www.epa.gov/ust/
revising-underground-storage-tank-
regulations-revisions-existing-require-
ments-and-new provides more details 
about the 2015 revised UST regulation, 
as does my cover article in LUSTLine 
#78, published August 2015. 

Remaining UST Requirements 
Effective in October 2018
Less than one year from now, on Octo-
ber 13, 2018, the remaining significant 
UST requirements become effective for 
owners and operators in Indian coun-
try and in states without state program 
approval. Our September 2015 tri-fold 
describes the significant changes from 
the 1988 UST regulation and their 
implementation timeframes; see www.
epa.gov/sites/production/files/2015-07/
documents/regs2015-crosswalk.pdf. 
In brief, the major deadlines coming in 
October 2018 are: 
•	 All designated operators must be 

trained. Existing class A, B, and C 
operators must be trained by Octo-
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ber 13, 2018. Class A and B opera-
tors hired after October 13, 2018 
must be trained within 30 days of 
assuming duties. Class C operators 
hired after October 13, 2018 must 
be trained before assuming duties. 
Training can either be formal train-
ing or evaluation, or it can be pass-
ing an examination. 

•	 Owners and operators must con-
duct periodic walkthrough inspec-
tions and maintain records about 
the inspections. 

•	 Owners and operators must test 
and inspect spill and overfill preven-
tion equipment every three years.

•	 If owners and operators use con-
tainment sumps for interstitial mon-
itoring of piping, that equipment 
must be tested at least once every 
three years.

•	 Owners and operators must test 
electronic and mechanical com-
ponents of their release detection 
equipment for proper operation at 
least annually. 

•	 Owners must meet requirements 
for certain previously deferred UST 
systems, such as emergency power 
generator tanks, field-constructed 
tanks, and airport hydrant systems. 

•	 Owners must maintain site assess-
ment records when using ground-
water and vapor monitoring. 

Do Federal or State UST 
Regulations Apply? 
We continue to hear comments that 
some in the UST regulated com-
munity are uncertain as to when and 

�  continued on page 14
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where the federal UST regulation 
applies. To help in that regard, we 
developed the table below. To deter-
mine which states have approved 
programs, see the map and list of 
states on USEPA’s website www.epa.
gov/ust/state-underground-storage-
tank-ust-programs#which. 

October 2018 Is the Deadline for 
SPA States to Apply for Approval 
of Their Revised Regulatory 
Requirements 
With less than one year until October 
2018, states are doing an amazing 
job of updating their own regulations. 
We encourage states to continue 
their ongoing work to achieve state 
program approval by adopting and 
applying for approval of their updated 
regulatory requirements. So far, more 
than 30 states are already working 
with USEPA, and we welcome other 
states’ and territories’ requests for 
assistance in reviewing their draft 
UST regulations and their SPA appli-
cations. 

Our review helps states as they 
prepare to implement the 2015 UST 
regulation and ensures that their 
regulations are as stringent as the 
federal UST regulation, which is a 
requirement in order for states to 
achieve SPA. States and territories 
can access more information about 
applying or re-applying for SPA on 
USEPA’s website www.epa.gov/ust/
state-underground-storage-tank-ust-
programs#apply. 

The 2015 SPA revision requires 
that current SPA states have until 
October 13, 2018 to re-apply to 
USEPA in order to maintain their SPA 
status; this includes incorporating 
the 2015 revisions to the federal UST 
regulation into their state final regu-
lations. Re-applying for SPA applies 
to the 38 states, along with Puerto 
Rico and the District of Columbia, 
all of which already have SPA. The 
remaining 16 states may apply for 
SPA—which also requires incorporat-
ing the 2015 federal UST regulation 
into their regulations—irrespective 
of the October 2018 deadline. Once 
USEPA approves a state’s program, 
that state’s requirements apply and 
the state has the lead role in UST pro-
gram enforcement. 

When establishing compliance 
deadlines in their regulations, states 
applying or re-applying for SPA may 
allow additional time beyond the 
deadlines in the 2015 UST regulation. 
However, the timeframe for compli-
ance with states’ regulations must 
be less than or equal to the time-
frames in the 2015 UST regulation. 

As an example, a state may allow up 
to three years after issuing its state 
UST regulations before requiring UST 
owners and operators conduct walk-
through inspections. That means if a 
state issues its final UST regulation 
in May 2018, the allowable effective 
date can be May 2021. 

Resources To Help With 
Compliance 
In addition to reviewing states’ UST 
regulations and SPA applications, we 
have developed—and are developing 
more—resources to provide compli-
ance assistance. 

What’s Already Available? 

•	 Our UST technical compendium 
about the 2015 UST regulation 
(formerly referred to as Ques-
tions and Answers About the 2015 
Regulation), www.epa.gov/ust/
underground-storage-tank-ust-
technical-compendium-about-
2015-ust-regulations, contains 
USEPA’s interpretations and guid-
ance about the 2015 UST regula-
tion. We recently added questions 
and answers about sump water 
disposal; secondary containment 
and corrosion protection require-
ments for remote-fill pipes; tank 
technologies placed within existing 
UST systems; and airport hydrant 
systems related to Department of 
Defense facilities. We will continue 
to add questions and answers as 
they arise. 

•	 Re-applying or applying for 
SPA, www.epa.gov/ust/state-
unde rg round-s to rage - t ank -
ust-programs#apply, provides 
a flowchart and table, which 
describe the process for states to 
apply and re-apply for SPA under 
the 2015 UST regulation, as well 
as samples of the six components 
in a state’s SPA application. 

•	 Plain language documents, www.
epa.gov/ust/publications-about-
2015-ust-regulation, help states, 
tribes, and the regulated commu-

A Message from Carolyn Hoskinson…continued from page 13

■ continued on page 15

DO FEDERAL OR STATE UST REGULATIONS APPLY?

If USTs are located in: Then:

A state with an approved state 
program 

The regulation of the state where the USTs are located 
applies. Note that a state’s requirements may be dif-
ferent from the federal UST requirements. 

Owners must comply with the state regulation, which 
operates in lieu of the federal regulation. 

A state without state program 
approval 

Both the requirements of the state where the USTs 
are located and the federal UST requirements apply. 

Owners must comply with both federal and state 
regulations. 

Indian country The federal regulation applies to the USTs. 

Congratulations to Oklahoma, the first state to complete the revised state program approval process under the 2015 federal  UST regulation. 

www.epa.gov/ust/state-underground-storage-tank-ust-programs#which
www.epa.gov/ust/state-underground-storage-tank-ust-programs#which
http://www.epa.gov/ust/state
http://www.epa.gov/ust/state
www.epa.gov/ust/underground-storage-tank-ust-technical-compendium-about-2015-ust-regulations
www.epa.gov/ust/underground-storage-tank-ust-technical-compendium-about-2015-ust-regulations
www.epa.gov/ust/state-underground-storage-tank-ust-programs#apply
www.epa.gov/ust/publications-about-2015-ust-regulation
www.epa.gov/ust/publications-about-2015-ust-regulation
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nity meet the 2015 UST require-
ments. 

•	 Our  2015 UST regu la t ion 
web page, www.epa.gov/ust/
rev is ing-underground-stor-
age-tank-regulations-revisions-
existing-requirements-and-new, 
provides a wealth of information 
about the rule, such as a summary 
and history of the rulemaking; 
additional resources (e.g., notifi-
cation forms, regulatory impact 
analysis, publications, response 
to comments, technical compen-
dium); and links to 40 Code of 
Federal Regulations (CFR) 280 and 
281. 

What’s New?
Our revised UST inspector training 
now covers requirements and infor-
mation from the 2015 federal UST 
regulation is available as of Decem-
ber 19, 2017. The training includes 
two modules: introduction to the 
UST program and basic UST inspec-
tor training. You can access both 
modules of the training via USEPA’s 
website, https://www.epa.gov/ust/
underground-storage-tank-ust-
inspector-training. Inspectors who 
have or are seeking USEPA inspector 
credentials may prefer to access the 
training through our inspector Wiki 
site, https://ssoprod.epa.gov/sso/
jsp/inspectorlogin.jsp. 

This training is primarily for 
USEPA regional UST inspectors, as 
well as Indian country and state UST 
inspectors who currently have or are 
seeking USEPA inspector creden-
tials. UST inspectors with current 
credentials must take the training in 
order to be up to date with current 
requirements. I request that USEPA 
regional UST programs share this 
training with their credentialed 
inspectors. Note that UST inspec-
tors must take this online training 
to meet the UST program-specific 
training requirements for UST cre-
dentialed compliance inspector or 

field investigator under USEPA Order 
3500.1. 

Although intended for UST 
inspectors, the training is available 
to anyone. We think others, such as 
Indian country compliance officers 
and stakeholders in the UST indus-
try, will find the training is effective 
and useful. Specifically, the training 
covers: 
• 	 the federal UST regulation
•	 differences between the UST and 

leaking UST program
• 	 financial responsibility
•	 components of an UST system
•	 how to prepare for and conduct 

compliance inspections at a typical 
UST facility

•	 periodic testing of spill prevention 
and overfill prevention equipment

•	 walkthrough inspections
•	 release detection equipment test-

ing
•	 operator training
•	 tailored requirements for airport 

hydrant fuel-distribution systems 
and field-constructed tanks.

If you have questions about this 
revised UST inspector training, con-
tact Tony Raia (raia.anthony@epa.
gov) of my staff. 

What’s Coming? 

•	 Class A and class B designated 
UST operator exam. We are devel-
oping an online exam for class A 
and class B designed UST opera-
tors. The exam is based on the 
2015 federal UST regulation, and 
users will be able to print a certifi-
cate demonstrating knowledge of 
and compliance with the require-
ments. USEPA developed this 
primarily for owners and opera-
tors in Indian country, and we are 
keeping our commitment to tribes 
by developing these exams. States 
may use this exam to develop their 
own programs; operators in non-
SPA states can also use this exam 
to comply with the federal require-
ments, though they may also need 
to meet state-specific require-
ments. 

Onward 
As I look at the upcoming remaining 
deadlines for the 2015 UST regula-
tion, I am proud of the tremendous 
progress we’ve already made—even 
though we have more work to do. As 
always, if you have thoughts on how 
we can better assist states, tribes, 
and the regulated community to 
achieve compliance, please contact 
me or Tony Raia of my staff at raia.
anthony@epa.gov or 202-566-1021 
with your feedback and ideas. 

I continue to believe wholeheart-
edly that the work we do in pre-
venting, detecting, and cleaning up 
UST system releases makes a real 
difference in protecting the health 
of the people in our country and in 
keeping our environment safe from  
releases. ■

Designated Class A & B 
Operator Exam
•	 USEPA is developing free opera-

tor exams to help class A and 
class B designated UST opera-
tors meet the 2015 federal UST 
requirement requiring that des-
ignated operators demonstrate 
knowledge and pass an exam 

•	 USEPA will provide two types of 
exams: 
–		 Comprehensive 
–		 Topic-specific, for operators 

to complete re-examination 
due to UST system non-com-
pliance 

•	 Available in January 2018 and 
accessible through USEPA’s 
website, www.epa.gov/ust, or 
CD from USEPA regional UST 
programs

A Message from Carolyn Hoskinson…continued from page 14
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Controlling Corrosion
The type of metal and the envi-
ronmental conditions (particularly 
the atmosphere in contact with the 
metal) determine the form and rate 
of corrosion. 

The noble metals are the most 
expensive and are usually not used 
to fabricate UST system materi-
als. So, controlling the type of metal 
alone is not a practically feasible 
method of corrosion protection. That 
means we need to look at controlling 
the other factor that contributes to 
metal corrosion—the environment 
around the UST system. 

Since the inception of the UST 
regulations, I think we have done 
a good job of addressing the effects 
from one of the environmental fac-

tors—the soil in which the UST 
system is buried. We have been 
protecting buried metallic UST sys-
tems from corrosion by using gal-
vanic or impressed current systems, 
or by wrapping them with electri-
cally insulated coatings. While these 
methods have proven to be effec-
tive, they primarily protect external 
metallic surfaces and not the interior 
of these UST systems. This is obvi-
ous as the corrosion issues we have 
seen in STP containment sumps and 
inside tanks are not related to metal 
being in contact with soil. 

So what are these issues related 
to? What else is in contact with the 
UST system components? Well, 
there’s the fuel that’s stored inside 

the UST system, the atmosphere, 
and yes, water. Most motor fuels in 
their pure form do not contain much 
water, are not very corrosive, and are 
usually compatible with the metals 
to which they are exposed. So it is 
probably not just the fuel that’s caus-
ing the corrosion. 

The atmosphere is composed of 
gases (primarily oxygen and nitro-
gen) along with other gaseous com-
pounds and pollutants, like carbon 
dioxide, sulfur dioxide, nitrogen 
oxides, aerosol particulates, and 
moisture, all of which can cause cor-
rosion. The most important factor 
in atmospheric corrosion, however, 
is moisture—in the form of rain, 
dew, condensation, or high relative 

Mahesh Albuquerque, Director of the Colorado Division of Oil and 
Public Safety, is on the lookout for articles from creative thinkers and 
experts willing to share ideas, insights, and stories on a wide variety 
of issues related to underground storage tanks. Topics include policy, 
strategy, successes, failures, and lessons learned. “Now that we have 
been regulating USTs for 30 years,” says Mahesh, “my hope is that 
this column will help stimulate readers to ‘think outside the tank,’ to 
ponder why we do what we do, and to consider and share creative ways 
to improve our effectiveness—as we strive toward environmental pro-
tection.” Mahesh can be reached at mahesh.albuquerque@state.co.us.

A Thoughtful Column Engineered by Mahesh Albuquerque

Filming Amines 
An Elixir for UST System Corrosion? 

As underground storage tank (UST) inspections have become more frequent and thorough across the country, we have seen 
increasing evidence of corrosion in UST systems storing a variety of fuels. A decade ago, most of this evidence was observed 
on external tank components, such as submersible turbine pump (STP) heads, and was often associated with ethanol-

blended fuel. However, within the last decade, we have also started finding corrosion on metal components inside tanks, especially 
those associated with Ultra Low Sulfur Diesel (ULSD). 

This is not surprising, as corrosion is a naturally occurring process that causes the deterioration of a metal because of chemical 
reactions between it and the surrounding environment. Corrosion is a time-based phenomenon complicated by design characteristics, 
environment, and operational usage, among other factors. As we learned in school, all metals can corrode, though certain types (e.g., 
pure iron) corrode quicker than alloys like stainless steel. The least corrosive are the noble metals, like silver, platinum, and gold. 

mailto:mahesh.albuquerque@state.co.us
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Filming Amines
In USEPA’s July 2016 report Investi-
gation of Corrosion-Influencing Factors 
in Underground Storage Tanks with 
Diesel Service, they included several 
approaches that may be helpful with 
limiting corrosion. One approach 
was the use of liquid corrosion 
inhibitor additives or other corrosion 
inhibitors, including filming amines. 

I was not familiar with filming 
amines, so they piqued my interest 
and I did what I usually do to find 
out more—I Googled it. I found out 
that filming amines have been used 
as corrosion inhibitors for decades 
to control corrosion, particularly in 
boiler condensate systems. Filming 
amines are fed continuously into 
boiler feedwater to protect metal 
surfaces from corrosion caused by 

dissolved oxygen 
and carbon diox-
ide in condensate 
water. The amine 
forms a thin film 
on the surfaces 
that repels the 
potentially corro-
sive water.

They are also 
added to coolants, fuels, hydraulic 
fluids, boiler water, engine oil and 
many other fluids used in industry 
to control corrosion. Most notably, 
corrosion inhibitors have been used 
for decades in fuel storage, pipeline, 
and aviation applications. 

What Are These Amines?
In organic chemistry, amines are 
compounds and functional groups 
that contain a basic nitrogen atom 
with a lone pair of hydrogen atoms. 
Amines are formally derivatives 
of ammonia, wherein one or more 
hydrogen atoms have been replaced 
by a substituent, such as an alkyl 
or aryl group. Important amines 
include amino acids, biogenic 
amines, trimethylamine, and aniline. 
Inorganic derivatives of ammonia 
are also called amines, such as chlo-
ramine. The amine group of the mol-
ecule is hydrophilic, so it will attach 
to wetted surfaces, while the “tail” is 
hydrophobic, providing protection 
of the metal surfaces from corrosive 
condensates. 

Filming amines have been devel-
oped in a number of formulations 
over the years, and they are avail-
able as corrosion inhibitors specific 
for almost all fuels in today’s mar-
ketplace. I wonder if filming amines 
are an elixir for the corrosion seen 
in UST systems—that elusive pot of 
gold at the end of the rainbow. ■

humidity. In the absence of moisture, 
most contaminants would have very 
little or no corrosive effect. 

So the presence of air (oxygen) 
and water/moisture seems to be the 
common factor that enables corro-
sion. Water can enter UST systems 
through a variety of mechanisms—
condensation of humid air, sur-
face water or groundwater ingress 
through loose or damaged tank fit-
tings, upstream sources via a fuel 
delivery. The Steel Tank Institute’s 
publication Keeping Water out of Your 
Storage System provides great practi-
cal guidance on this subject.

Even if we did a fantastic job of 
keeping water out, we still have to 
contend with the atmosphere. Air 
displacement technologies, such as 
nitrogen blanketing, can help control 
the atmosphere and prevent corro-
sion. Other technologies include the 
use of protective coatings to isolate 
vulnerable materials from the envi-
ronment. These coatings can range 
from sacrificial coatings (e.g., galva-
nizing) to surface modification (e.g., 
electro-plating) to sprayed-on liners 
or sealants (e.g., internal lining). Coat-
ings are most effective when applied 
to bare metal, usually on new equip-
ment before corrosion sets in.

Another mechanism for inhibit-
ing corrosion involves formation of 
a coating (often a passivation layer) 
that prevents access of the corrosive 
substance to the metal. A corrosion 
inhibitor is a chemical compound 
that, when added to a liquid or gas, 
decreases the corrosion rate of a 
material, which is typically a metal 
or an alloy. Liq-
u id  corros ion 
inhibi tors  are 
fuel additives or 
spray-on coat-
ings that impart 
anti-rust proper-
ties and provide 
excellent corro-
sion protection 
to fuel distribution systems. The 
inhibitors are surface-active ”polar” 
molecules that attach themselves to 
metal surfaces. Once attached, the 
molecule’s oil-soluble tail forms a 
water-repellent layer over the metal.

Filming amines have been 

developed in a number of 

formulations over the years, and 

they are available as corrosion 

inhibitors specific for almost all 

fuels in today’s marketplace. I 

wonder if filming amines are an 

elixir for the corrosion seen in 

UST systems—that elusive pot of 

gold at the end of the rainbow.
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Cathodic protection (CP) has 
been around a long time. It 
was used in the late 1800s 

to protect the exterior of boats from 
exposure to the water. While there 
are many different methods of assur-
ing that liquids remain safely con-
tained in a vessel, such as a steel 
underground storage tank, CP is the 
only method of corrosion protec-
tion that can be tested to verify if it’s 
working. 

To put it simply, cathodic pro-
tection takes the forces that Mother 
Nature has provided and makes 
them work for us. All metals have a 
different amount of energy. By con-
necting them together, one metal will 
always provide energy to the other. 
The metal providing the energy cor-
rodes, while the metal receiving 
energy is protected. The key to pro-
tecting the steel is making sure the 
CP system is functioning properly.

What Equipment Is Used for 
Testing?
The energy of the metal can be mea-
sured using a voltmeter. Because all 
soils have different properties (some 
are very wet, for example, while 
others are dry) we always use a ref-
erence cell. The reference cell is just 
that, a reference point that can be 
used to negate the differences in the 
soils. All we need to do is connect the 
tank, the reference cell, and the volt-
meter together with wire, and voila! 
Like magic you can see the level of 
cathodic protection on the tank! The 
magic number we want is -850 mV or 
more negative. 

Correct Measurements Are a 
Must! 
There are a few potential difficulties 
for which the tester must be on the 
look out. For one, the number we are 
trying to measure is really small, less 
than one volt. Compare that with 
the electricity voltage used in your 
home—110 volts (more than 100 
times greater!). That’s why the tester 
needs to be careful about errors in 
the measurements he/she records.

Errors can be caused by such 
things as placement of the reference 

cell, problems with equipment (e.g., 
the voltmeter not being calibrated), 
and even sunlight shining on the 
reference cell. One of the most com-
mon causes of errors is associated 
with being out in the field—it can be 
difficult to get a good, tight connec-
tion to structures. A good electrical 
connection is necessary for accurate 
readings. 

Testers also need to think about 
what they are connecting to where. 
For example, are they above or 
below any isolation fittings that are 
installed? Sti-P3 tanks are always 
shipped with isolation devices on 
every fitting. 

In order to test the tank, the tes-
ter needs to connect to the tank itself, 
not the pipe that rises up to grade. 
It’s easy to overlook this when test-
ing an impressed current system 
where it may not be known that the 
tanks are Sti-P3 tanks. This is why 
it’s important to verify continuity 
between all structures when testing 
impressed current systems.

Galvanic Cathodic Protection 
Systems
The energy levels associated with 
galvanic cathodic protection can be 
measured in terms of potential or 
voltage. Metals with higher energy 
levels, when measured with a volt-
meter, have a more negative reading 
than the metals they are protecting. 
For example, magnesium often mea-
sures around -1500 mV while steel 
measures around -500 mV. When 
magnesium is connected to steel, 
magnesium is the anode, and cor-
rodes to protect the steel.

How many readings should be 
taken and from where when 
testing a galvanic system? 
CP testing is easy—one end of the 
voltmeter is connected to the tank 
and the other end to the reference 
cell. Then you take your readings. 
Where you connect to the tank makes 
no difference. On the other hand, ref-
erence cell placement is everything!

STI’s Recommended Practice 
for testing the cathodic protection of 
Sti-P3 tanks was updated this year. A 

committee was used consisting of a 
balanced mix of regulators, contrac-
tors, CP experts and testers, and tank 
manufacturers. In a nutshell, the RP 
requires three readings to be taken 
on all tanks—two remote and one 
local. STI also recommends a mini-
mum of two readings on flex connec-
tors.

For pipelines, the National 
Association of Corrosion Engineers 
(NACE) recommends a minimum 
of two readings, at either end of the 
pipeline for galvanically protected 
steel pipelines that are less than 100 
feet long. Pipelines longer than this 
need an additional reading near the 
center of the pipeline run. 

As always, state regulations 
may, and do, vary. For example, Mis-
sissippi allows for three possible 
results, Pass, Fail, or Inconclusive. 
Mississippi is also unique in that 
they only require two readings to 
be taken, one local and one remote. 
Testers in Mississippi are allowed 
to state Inconclusive if the tank 
passes the remote reading, but fails 
the local, or vice versa. The reason 
for this has to do with what a tank 
owner is required to do when a CP 
system fails. Of course, the tank sys-
tem must be further investigated to 
determine if the system is protected 
or not. 

The UST inspector should 
always look for a site drawing. The 
drawing should clearly indicate 
where all readings were taken, and 
each tank should be identified by 
product and/or number. 

What is a remote reading? 
Quite simply, a remote reading is 
taken at a location where the refer-
ence cell is placed so it is away from 
the influence of other metals and 
structures. To find true remote earth, 
the tester places the reference cell in 
soil or backfill material at least 30 feet 
away from the tank. After recording 
the number on the voltmeter, the ref-
erence cell is moved at least 10 feet 
in any direction. If the first location 
was “true remote earth” the reading 
on the tank will be within 10 mV of 
the first reading. The tester may use 

Being Sure Cathodic Protection Protects
by Lorri Grainawi
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pass/fail criteria. They can use either 
a -850 instant-off potential (or more 
negative) to pass the system, or they 
can use a 100 mV shift in polariza-
tion. That second option sounds a lot 
more complicated, but it’s really not.

The 100 mV polarization criteria 
is used when tanks don’t meet the 
-850 instant-off criteria. Now when 
I first heard that, I thought it meant 
the tanks weren’t as well protected 
and somehow able to “cheat” the 
system, but that’s not true at all. The 
-850 mV criteria actually has a large 
safety factor built in. Steel only needs 
100 mV of protective current to pro-
tect it. Steel in the ground, without 
CP, typically measures around -500 
to -600 mV. So if the tank with CP, 
measures -850 mV, it has more pro-
tection than it needs. 

With galvanic systems, because 
we can’t turn the CP off, we never 
really know what the steel reads 
without the anodes. But with an 
impressed current system, we can, 
and in fact, must, cycle the power 
on and off to take a valid reading. 
That’s why it makes sense to use 
the 100 mV polarization criteria for 
impressed current systems.

The key to using the 100 mV cri-
teria is taking the correct readings. 
The tester needs to take the instant 
off readings first. If that doesn’t meet 
-850 mV, then, when all the other test-
ing is done, they need to re-test, with 
the reference cell in the same place, 
with the power turned off. The tester 
should see the readings start to drop 
immediately. The reading should con-
tinue to decline the longer the power 
stays off. If the reading drops more 
than 100 mV from the instant-off 
reading, the reading passes! 

To summarize, the tester needs 
to use both the instant off, and the 
depolarized reading for the tank. 
Sometimes the depolarized reading 
is referred to as the native reading. 

Any Questions? 
I’d love to hear from you! After read-
ing this, if you think your group 
would benefit from training, STI 
offers classes and we would be 
happy to come to your area. ■

Lorri Grainawi is Director of Technical 
Services with the Steel Tank Institute. 

She can be reached at  
lgrainawi@steeltank.com. 

voltage to measure.
If the flex connector is in an 

enclosed sump but is in contact 
with the soil, a CP reading can be 
measured. However, the sump will 
isolate the flex connector from the 
outside soil. That means you can’t 
get a remote reading. If you’d like 
more information on testing flex 
connectors, STI will soon have a 
published procedure specifically for 
testing flex connectors. 

The inspector should look for 
notes to see what type of installa-
tion the flex connector is in and then 
determine the number of readings 
required and where they should 
have been taken.

Impressed Current Systems
Impressed current cathodic protec-
tion systems are similar to galvanic 
systems. However, instead of deriv-
ing their power from metals, they use 
an outside source for their power. 
A rectifier converts the AC electric-
ity coming in to DC (direct current). 
This does a couple of things. First 
and foremost, it can provide much 
more power to protect a system. 
This is useful when you have lots of 
metal to protect. Impressed current 
systems are routinely used on cross-
country pipelines and large-diameter 
aboveground tank bottoms sitting 
on soil. For underground tanks, it’s 
most often used on older, bare steel 
tanks and attached metallic pipe-
lines.

These systems are tested by 
cycling the power on and off. The 
inspector should look for “instant 
off” readings taken with the refer-
ence cell located directly over the 
tank. Because the power to the sys-
tem can be turned on and off, the 
tester has two options to obtain the 

these two readings as part of the 
three readings needed for every tank. 

 In the November, 2004 issue 
#48 of LUSTLine, Kevin Henderson 
(former Compliance and Enforce-
ment Manager for the UST Branch 
at the Mississippi DEQ) wrote about 
using remote readings when testing 
cathodic protection. At the time, this 
was a relatively new concept. 

What’s the big deal about remote 
readings? Why even bother?
Readings directly over the tank can 
vary significantly. Buried metals and 
electrical equipment influence CP 
readings. Given all the equipment, 
and the variety of metals involved, 
readings can jump significantly sim-
ply by moving the reference cell a 
few inches. Remote readings remove 
that variability, giving a more accu-
rate reading on the entire tank. Once 
again, it’s important to minimize 
errors when testing CP! 

What is a local reading?
A local reading is when the reference 
cell is placed directly over the struc-
ture being tested. It’s important that 
the reference cell be placed directly 
in the soil, or in backfill. Tanks are 
usually covered up with concrete or 
asphalt. In cases where there is no 
access to the soil or backfill mate-
rial over the tank, an access port 
will need to be created by drilling. 
Both concrete and asphalt will cause 
errors in the measurements and 
that’s why the reference cell must not 
be placed on top of either to obtain a 
CP reading. 

The inspector should be look-
ing to verify that at least three read-
ings were taken on all tanks and that 
both remote and local readings were 
taken. Of course, in order to pass, all 
readings must be more negative than 
-850 mV. If they aren’t, a CP expert 
may be called in to determine if the 
system is adequately protected. 

What about flex connectors?
Testing flex connectors can be tricky 
because they are often located in 
sumps. If the flex connector is in a 
dry sump, meaning the flex connec-
tor is not in contact with either soil 
or water, you won’t be able to test 
the CP. By removing the soil and/or 
water, it’s like removing the wire in 
an electrical connection. No current 
can flow, and therefore there is no 

Given all the equipment, and 

the variety of metals involved, 

readings can jump significantly 

simply by moving the reference 

cell a few inches. Remote 

readings remove that variability, 

giving a more accurate reading  

on the entire tank.

mailto:lgrainawi@steeltank.com
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FAQs from the NWGLDE 
…All you ever wanted to know about leak detection, but were afraid to ask.

Statistical Inventory Reconciliation (SIR)
The Rules, the Listing, the Site Report

The recently updated USEPA underground storage tank (UST) rules included changes for statistical inventory reconciliation (SIR). What does this 
mean for sites where SIR is used as their leak detection method?

What Are the Rules SIR Must Follow?
The new regulation included SIR as a specific release-detection method for the first time. Under the previous 1988 UST regulations, 
SIR was regulated under the general “other methods” option at 40 CFR 280.43(h). 

The revised federal UST regulation established the following:
•	 The performance standard of SIR methods must detect a leak rate of at least 0.2 gallon per hour (gph) with a 95 percent prob-

ability of detection and no more than a 5 percent probability of false alarm. 
•	 SIR methods are similar to inventory control and those associated rule requirements apply. 
•	 Each SIR method must perform a quantitative analysis. This means that the SIR method must calculate the leak rate for the 

facility, specifically for the data set, not simply indicate a result of Pass or Fail. 
•	 To meet the performance standard, the SIR method must “use a threshold that does not exceed one-half the minimum 

detectible leak rate” in determining whether a release has occurred or not. This last requirement is often confusing and is 
explained as follows.

How Do I Read and Use the NWGLDE Listing for SIR?
In order to meet listing requirements for the National Work Group on Leak Detection Evaluations (NWGLDE), SIR release-detection-
method vendors must document that their method meets the required performance standard (i.e., can detect a 0.2 gph leak with a 
95 percent probability of detection and no more than a 5 percent probability of false alarm) by having their method or equipment 
evaluated by a third-party. 

NWGLDE maintains a list of the equipment and methods that have been submitted to the workgroup that have verified through 
a third-party that the equipment or method has met this performance standard. The listing for each method summarizes the third-
party evaluation, the method, the threshold, performance parameters, and limiting criteria, as applicable. For many SIR methods, to 
prove that they meet the federal performance standard of 0.2 gph with the accuracy required in the rule, data must be analyzed at 
the leak declaration threshold/leak threshold of 0.1 gph. 

How Do You Read Your SIR Site Report?
When you look at your site report, you see multiple leak thresholds and rates…did you pass? The report may include the NWGLDE-
listed leak threshold (not data specific). But for SIR, the method must also analyze the inventory and related data collected to deter-
mine the data set’s minimum detectable leak rate (MDL) for that tank system and that time period. This is accomplished for every 
period of performance—every 30-days (i.e., monthly monitoring), in accordance with the federal UST regulations. This (MDL) can 
be affected by the throughput, the accuracy of the data, and the consistency or range of the data, among other factors. The follow-
ing three sections describe how to read the report. 

1) Look at the NWGLDE listing for the method you are using. To meet the regulatory performance standard (0.2 gph),  
you need to look here for the third-party-evaluated listed leak threshold.

STATISTICAL INVENTORY RECONCILIATION TEST METHOD (QUANTITATIVE)

Certification Leak rate of 0.2 gph with PD > 99.9% and PFA = 0.0%. 

Leak rate of 0.1 gph with PD > 99.0% and PFA < 1.0%.

Leak Threshold 0.1 gph for leak rate of 0.2 gph. 

0.05 gph for leak arate of 0.1 gph. 

A tank system should not be declared tight if the test result indicates a loss or gain that equals or exceeds this thresh-
old.

Gains (water ingress) are analyzed and evaluated on an individual basis.
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2) 	 What is your “pass” threshold?
The third-party listed leak threshold may appear on your site report. The data set leak threshold must be calculated for each 

specific data set (each month, each tank) and is the maximum leak rate for the data set to be considered passing. It cannot exceed half 
the minimum detectable leak rate.

The regulation requires the vendor to calculate the data set’s minimum detectable leak rate and the leak threshold specifically 
for the set of data analyzed. The data set’s calculated leak threshold cannot exceed half the minimum detectable leak rate NOR can it 
exceed the NWGLDE-listed threshold. 

Data Set Calculated Leak Threshold ≤ half the Minimum Detectable Leak Rate
AND

Data Set Calculated Leak Threshold ≤ Third party evaluated, NWGLDE-listed leak threshold

If the data set calculated leak threshold meets these two criteria, it is the maximum leak threshold for a “pass” for this data set. 

3)	 You now know what your maximum passing leak threshold is. SIR provides your tank system’s calculated leak rate. Did your 
tank system pass? 

The data set calculated leak threshold established your “pass” maximum for each data set. Compare this maximum value to your 
tank system’s calculated leak rate. If the calculated leak rate is lower than the data set calculated leak threshold, the tank system passes 
monthly monitoring!

In other words: If the Data Set Calculated Leak Threshold  >  Calculated Leak Rate, then it’s a PASS! Remove equal from the equation.

Month / Year
Listing 

Leak Threshold
Data Set Calculated  

Leak Threshold
Minimum  

Detectable Leak
Calculated  
Leak Rate Pass, Fail, Inconclusive

gph gph gph gph P F I

Oct/ 2015 0.10 .085 0.17 -0.08 *

Nov 2015 0.10 .095 0.19 -0.09 *

Dec/ 2015 0.10 .085 0.17 -0.09 *

Jan/ 2016 0.10 .065 0.13 -0.09 *

Feb/ 2016 0.10 .065 0.13 -0.09 *

Mar/ 2016 0.10 .085 0.17 -0.09 *

Apr/ 2016 0.10 .09 0.18 -0.09 *

May/ 2016 0.10 .095 0.19 -0.01 *

Jun/ 2016 0.10 .085 0.17 -0.09 *

Jul/ 2016 0.10 .01 0.02 0.06 *

Aug/ 2016 0.10 .09 0.18 -0.08 *

Sep/ 2016 0.10 .09 0.18 -0.08 *

Summary of test results from monthly SIR reports. Complete for all 12 months.

Month / Year
Listing 

Leak Threshold
Data Set Calculated  

Leak Threshold
Minimum  

Detectable Leak
Calculated  
Leak Rate Pass, Fail, Inconclusive

gph gph gph gph P F I

Oct/ 2015 0.10 .085 0.17 -0.08 *

Nov 2015 0.10 .095 0.19 -0.09 *

Dec/ 2015 0.10 .085 0.17 -0.09 *

Jan/ 2016 0.10 .065 0.13 -0.09 *

Feb/ 2016 0.10 .065 0.13 -0.09 *

Mar/ 2016 0.10 .085 0.17 -0.09 *

Apr/ 2016 0.10 .09 0.18 -0.09 *

May/ 2016 0.10 .095 0.19 -0.01 *

Jun/ 2016 0.10 .085 0.17 -0.09 *

Jul/ 2016 0.10 .01 0.02 0.06 *

Aug/ 2016 0.10 .09 0.18 -0.08 *

Sep/ 2016 0.10 .09 0.18 -0.08 *

■ continued on page 27
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Stinging and Slurping
Beginning in 2007, the South Caro-
lina Underground Storage Tank 
Management Division (SCUSTMD) 
increased the use of Aggressive 
Fluid Vapor Recovery (AFVR) for 
removal of LNAPL from the subsur-
face. The process that we call AFVR 
is also called Enhanced Fluid Recov-
ery (EFR) and Mobile Multi-Phase 
Extraction (MMPE). 

In simplistic terms, the process 
involves the simultaneous extraction 
of fluids and vapors from the sub-
surface using high-capacity pumps 
(usually liquid ring pumps) com-
monly mounted on mobile trucks 
or trailers with large-capacity tanks. 
The fluids are removed from the 
ground through pipes called “sting-
ers” that are lowered into pre-exist-
ing recovery wells. The stingers 
are not slotted and their bottoms 
are commonly cut off at an angle. 
The stingers are slowly lowered 
into recovery well(s) below the free 
product/water table interface, and 
the fluids are extracted through the 
stingers under high vacuum. 

The tops of all wells remain 
sealed to generate a high vacuum 
(up to 25-inches Hg). As the water is 
extracted, the water table is progres-
sively lowered around each recovery 
well until it is lowered to the bottom 
of the stinger. Once that occurs, a 
“slurping” action is generated to col-
lect a combination of air and water. 
The air moves through the formation 
at a high velocity, picking up petro-
leum vapors released through vola-
tilization from the trapped residual 
petroleum. The stinger is progres-
sively lowered to expand the radius 
of influence and expose more of the 
formation containing trapped resid-
ual petroleum. 

In South Carolina, the recovered 
fluids are transported to a permit-

ted wastewater treatment facility. 
The recovered vapor stream is moni-
tored throughout the duration of the 
event for air velocity, temperature, 
moisture content, and vapor concen-
trations. The resulting data are used 
to calculate the pounds of petro-
leum removed from the ground in 
the vapor phase. The vapor stream 
is then treated in real time, on-site 
using carbon filters, catalytic con-
verters, or thermal oxidizers. Vapor 
treatment is designed to minimize 
exposing people to the volatilized 
petroleum and odors.

Prior to 2013, AFVR events in 
South Carolina were typically limited 
to durations of eight to twelve hours. 
The stinger pipes were typically set 
at six-inches below the bottom of the 
LNAPL to recover the LNAPL and 
at the same time minimize the pro-
duction of water. Although this pro-
cess did recover LNAPL, the LNAPL 
would repeatedly re-enter the recov-
ery wells once the aquifer had time 
to re-equilibrate. 

LNAPL Research
Over the years we have benefited 
from great strides in our understand-
ing the behavior and distribution of 
LNAPL in the sub-surface. In recent 
years, the Interstate Technology 
& Regulatory Council (ITRC) has 
compiled the results of this research 
into several publications and train-
ing opportunities. I encourage any-
one that is not already familiar with 
ITRC’s resources to go to their web-
site at www.itrc.org.

The ITRC resources have pro-
vided us with valuable insight 
regarding how LNAPL is distributed 
in the subsurface. For example, we 
know that LNAPL does not form a 
continuous homogeneous pancake of 
fuel that saturates 100 percent of the 
pore spaces at the watertable inter-

face. Because the subsurface is het-
erogeneous with differing sand/silt/
clay percentages in three dimensions, 
the LNAPL distributes unevenly 
both horizontally and vertically. 

This uneven distribution is 
further complicated by seasonal 
changes in rainfall and infiltration 
that cause the watertable interface 
to fluctuate vertically, smearing the 
LNAPL into different stratigraphic 
horizons. The resulting distribution 
of LNAPL in the subsurface com-
monly forms a “shark-fin“-shaped 
distribution as described in the ITRC 
documents. The peak of the “shark-
fin” represents the stratigraphic 
interval where the ratio of LNAPL 
to water is the greatest in the soil 
pore spaces. In many cases, the high-
est LNAPL/water ratio is trapped 
below the watertable interface. 

Application
During 2012, the SCUSTMD used 
this  understanding regarding 
LNAPL distribution to propose 
changes to improve the effectiveness 
of LNAPL recovery efforts. These 
changes were incorporated into a 
revised state-lead AFVR bid solicita-
tion in early 2013. The results were 
so remarkable that the changes were 
approved for full-scale implemen-
tation. Some of the most important 
changes follow.

• 	 Increased Stinger Placement 
Depth: Prior to 2013, stingers 
were lowered and maintained 
at a depth of six-inches below 
the measured LNAPL elevation 
in each recovery well. This was 
intended to capture the LNAPL 
that was floating on the water 
table interface. However, this 
approach does not capture the 
LNAPL that is trapped below the 
watertable interface discussed 
above. 

Aggressive Fluid Vapor Recovery (AFVR)…
Reinvented
by Read Miner

Through the years, the presence of Light Non-Aqueous Phase Liquid (LNAPL) (aka free-phase product) has plagued the 
cleanup progress of petroleum-impacted sites across this nation. Despite the challenges of LNAPL removal, it is an important 
step toward reducing the residual petroleum in the ground, reducing or preventing potential petroleum migration, miti-

gating vapor intrusion concerns, and expediting the natural attenuation of petroleum. The purpose of this article is to document 
changes made here in South Carolina that have significantly improved the efficiency of LNAPL removal.

http://www.itrc.org
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by adding the quantity of LNAPL 
captured in the holding tank to the 
pounds of petroleum (converted to 
gallons) recovered as vapor during 
the event(s). 

More than 14 million gallons 
of wastewater have been generated 
during the same time period. Forty-
eight and 96-hour events are the 
most efficient with average LNAPL 
recoveries of more than three-quarter 
gallon per hour of operation. Twenty-
four-hour AFVR events average a 
lower average petroleum recovery 
of about a half gallon per hour, while 
even shorter duration AFVR events 
only averaged about a quarter gallon 
petroleum recovered per hour. The 
higher petroleum recovery efficiency 
of the longer events is proportional 
to the improved de-watering and 
vapor flow that can be achieved with 
longer events.

Subsequent gauging and moni-
toring activities at sites where the 
extended duration AFVR events 
have been implemented reveal 
decreasing measurable LNAPL 
thicknesses and a significant increase 
in sites where measurable LNAPL 
is no longer found. Further, the 
extended-duration AFVR events 
have been successfully used to sig-
nificantly decrease concentrations of 
petroleum.

Extended duration AFVR events 
are not the most efficient solution 
for every site. Longer-chain (less 
volatile) fuels such as diesel do not 
respond very well. Further, sites that 
generate copious quantities of water, 
and can’t be de-watered sufficiently 
to allow vapor flow, do not respond 
well. Effective LNAPL recovery also 
requires a recovery-well network 
with overlapping radii of influ-
ence. If the area with LNAPL is large 
enough to require a large recovery-
well network, use of a mobile AFVR 
strategy may not be the most effi-
cient cleanup mechanism.

The UST Division will continue 
to learn from and refine the long-
term AFVR process to maximize the 
efficiency with the goal of decreasing 
risk and expediting site closures. ■

Read Miner is a hydrologist with the 
South Carolina Underground Storage 
Tank Management Division. He can be 

reached at MINERRS@dhec.sc.gov.

Therefore, the negative pressure 
enhances the volatilization of the 
LNAPL out of the soil pores and 
the resulting vapors flow quickly 
toward the recovery wells.

• 	 Minimum Vacuum and Air Flow 
Rates Established: AFVR equip-
ment comes in many different 
designs. Starting in 2013, South 
Carolina established standards 
that equipment must have a 
minimum capacity of pulling a 
vacuum of 25 inches Hg pressure 
and a minimum air flow rate of 
250 CFM under open-flow con-
ditions. This ensured that the 
state cleanup fund was not pay-
ing for the use of equipment 
that was under-designed for the 
required task, and that the recov-
ery of both water and vapors is 
completed as efficiently as pos-
sible. 

Cost
For each petroleum-impacted facil-
ity, our project manager evaluates 
the potential risk of the petroleum 
release with regard to the poten-
tial risk to the environment, prop-
erty, and health. Some facilities may 
be of little concern and are candi-
dates for monitored natural attenu-
ation (MNA). For releases that are 
not already candidates for MNA, a 
determination is made as to whether 
AFVR has the potential to remove 
enough petroleum to mitigate the 
risk and make the release a candi-
date for MNA at a lower cost than 
the anticipated cost for a comprehen-
sive corrective action strategy. If yes, 
AFVR may be used at that facility. 

Current published turnkey rates 
(including all equipment, person-
nel, mobilization, off-gas treatment, 
report preparation, and mark-up) 
for 48-hour and 96-hour events, are 
approximately $8,049 and $15,615, 
respectively, plus wastewater dis-
posal cost. 

Results
From 2014 to November 2017, 
the SCUSTMD has overseen the 
implementation of more than 1,760 
extended duration AFVR events 
under the new standards. During 
these events, more than 85,000 gal-
lons of petroleum were removed 
from the sub-surface. The quantity 
of petroleum removed is calculated 

	 Starting in 2013, South Carolina 
required that the stinger be pro-
gressively lowered at six-inch 
intervals, and the resulting vapor 
concentrations measured at each 
interval. Once a vapor recov-
ery profile has been generated 
through a cross-section of the 
well, the stinger is adjusted to the 
stratigraphic interval resulting in 
the greatest petroleum recovery. 
These intervals with the highest 
vapor recovery crudely conform 
to the same intervals containing 
the highest LNAPL/water ratios 
and the peak of the “shark-fin,” 
as discussed above. Periodic re-
adjustments are made as neces-
sary throughout the duration of 
the AFVR events to maximize 
petroleum recovery. 

•	 Increased Duration: Prior to 
2013, traditional AFVR events 
lasted 8 to 12 hours. That limited 
duration did not allow enough 
time for the formation to be de-
watered. Starting in 2013, the 
duration of events was increased 
up to 96 continuous hours. On 
very rare instances, environ-
mental firms in South Carolina 
have implemented back-to-back 
96-hour events resulting in a 
192-hour event. To date, we have 
not pushed events longer than 
96-hours due to complications 
with worker overtime and 
weekend employment issues. 
Through personal communica-
tion with the Utah Department 
of Environmental Quality’s John 
Menatti, I am aware that Utah 
has overseen 30-day duration 
events. 

As discussed above, LNAPL is 
commonly trapped in the forma-
tion below the watertable inter-
face. A longer duration event 
allows more time for water to 
drain from the soil pore spaces. 
LNAPL has a greater interfacial 
tension than water and does not 
drain from the pore spaces read-
ily. Air progressively enters the 
pore spaces to replace the space 
vacated by the water. As air 
enters more pore spaces, the flow 
of air between pores increases 
as it is pulled under high vac-
uum toward the recovery wells. 
LNAPL is very volatile and has 
a relatively low vapor pressure. 

http://Division.He
mailto:MINERRS@dhec.sc.gov
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Some Definitions, Please
A self-insured retention is the dol-
lar amount that must be paid by the 
insured before the insurance policy 
starts paying. Under a policy with 
a self-insured retention the insured 
would have to pay cleanup, third- 
party damage, and legal costs until 
the total amount of the self-insured 
retention limit was reached. Only 
after that point would the insurer 
start to make payments for costs cov-
ered by the policy. 

For example, a $20 million 
policy issued on top of a $1 million 
self-insured retention effectively 
amounts to $21 million in loss cov-
erage. The insured would pay the 
first $1 million (self-insured reten-
tion) and only after that full amount 
has been paid will the insurer then 
pay up to $20 million under the pol-
icy. 	

A deductible is the amount that 
an insured is responsible for pay-
ing, but it does not have to be paid 
by the insured before the insurance 
policy starts paying. A self-insured 
retention differs significantly from 
a deductible in a tank policy due to 
the requirement in 40 CFR 280 that 
a tank policy must provide ‘first 
dollar coverage’ for any deductible 
amount. This means that the insured 
does not have to expend the amount 
of the deductible before the insurer 
must make payments on a claim. The 
insurer must begin paying on the 
claim even if the insured has not paid 
the deductible. The insurer is entitled 
to pursue the insured and recoup the 
deductible amount, but the cleanup 

or third-party damage claim is not 
delayed while the insurer waits for 
payment of the deducible amount. 

For example, a $20 million 
policy with a $1 million deductible 
effectively amounts to $20 million 
in loss coverage. The insurer starts 
paying from the first dollar in costs 
and would pay up to $20 million in 
claims. The insurance company can 
then recover the $1 million deduct-
ible, effectively costing the insurance 
company $19 million.

Why Would Someone Purchase 
a Policy with a Self-Insured 
Retention? 
The insurer assumes a somewhat 
lesser risk when a self-insured reten-
tion is attached to a policy —the 
insured may be insolvent and unable 
to pay the self-insured retention, 
thus, the insurer would be relieved 
of any obligation to pay on the claim. 
The insurer may therefore charge a 
somewhat lesser premium for the 
policy. 

Does a policy with a self-insured 
retention fulfill the regulatory FR 
requirements? 

An insurance policy with a 
self-insured retention is only a par-

Hmmm… 
What Is This Self-Insured Retention 
on My Tank Insurance Policy? 

Is a self-insured retention the same thing as a deductible on an insurance policy? Absolutely not! A 
self-insured retention and a deductible are both monetary amounts that the insured is responsible 
for paying. But that is where the similarities end.

tial financial responsibility mecha-
nism. It does not fulfill the financial 
responsibility requirements of 40 
CFR 280 on its own. A combina-
tion of mechanisms would have to 
be utilized to comply with finan-
cial responsibility requirements. An 
owner or operator would have to show 
proof of financial responsibility for the 
amount of the self-insured retention. It is 
unclear whether state UST regulators 
and tank owners and operators are 
fully aware of this. 

Further, the certificate of insur-
ance form in 40 CFR 280 does not 
show you whether the policy is sub-
ject to a self-insured retention. You 
must have the actual policy or pos-
sibly the declarations statement to 
determine if the policy is subject to 
payment of a self-insured retention. 

State tank inspectors need to ver-
ify that any insurance policy used to 
comply with financial responsibility 
requirements does not have a self-
insured-retention. This may mean 
that states must request copies of the 
insurance policy if one is not on-site 
at the time of inspection. 

Education is the Key
Once again, education is the key to 
success. Tank inspectors, owners 
and operators, and insurance pro-
viders need to be fully aware that an 
insurance policy, if it includes a self-
insured retention, does not fulfill the 
financial responsibility requirements 
unless a second mechanism covering 
the self-insured retention is docu-
mented. ■

Unlocking the Mystery of FR
A straight-talking column by Jill Williams-Hall, a Sr. Planner with the Delaware 
DNREC, on assignment to USEPA’s Office of Underground Storage Tanks, 
Washington, DC. Jill can currently be reached at: williams-hall.jill@epa.gov.

An owner or operator would 

have to show proof of financial 

responsibility for the amount of 

the self-insured retention.

mailto:williams-hall.jill@epa.gov
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The new round of federal UST 
regulations will result in a sig-
nificant increase in reported 

releases—similar to the early 1990s. 
Releases will be discovered as tank 
systems are closed, components are 
removed/replaced, and soil and 
groundwater testing is conducted. 

The original federal UST regu-
lations published October 26, 1988, 
required owners and operators of 
UST systems to demonstrate finan-
cial responsibility (FR) to address 
corrective action and third-party lia-
bility if a release occurs. With the pro-
jected increase in reported releases, 
the success of the FR requirements is 
about to be tested.

In 1988, it was too late to pur-
chase insurance as thousands of 
releases with billions in corrective 
action liability had already occurred 
and were about to be discovered 
due to mandates associated with the 
other provisions of the new regula-
tions. Pre-existing conditions, inad-
equate technical standards for tanks, 
and inconsistent environmental cor-
rective action standards were key 
issues limiting the availability of rea-
sonably priced tank insurance. 

In response to the upgrade dead-
line, approximately 400,000 releases 
were reported. To date, 47 state funds 
have addressed over $20 billion of 
corrective actions. Regulations to 
prevent, detect, and clean up releases 
were implemented. With thirty 
years of history, well-developed 
regulations, and billions spent, we 
are much better prepared and will 
never have to face unfunded releases 
again—right?

Private Insurance Coverage
Once pre-upgrade releases were 
addressed, and the new upgrade 
requirements created an insurable 
tank population, insuring tanks 
for future releases became much 
easier. Pre-existing conditions were 
addressed and new tank standards 
created predictable risks. For future 
releases, the three primary FR mech-

It’s Déjà vu All Over Again

Retroactive Dates and Gaps in Coverage
by Patrick Rounds

anisms available to most owners 
were State Funds, self- insurance, 
and private insurance. In the 14 
states without state funds, private 
insurance is the primary mecha-
nism. Both state funds and private 
insurance, though, have limitations 
on eligibility for coverage. Thirty-
two of thirty-six remaining state 
funds have “date of release” as an 
eligibility criterion. Private insur-
ance also has coverage limitations 
based upon the date of release. This 
article addresses private insurance 
coverage.

Private insurance is a contract 
between two parties. Both parties 
have obligations that are defined in 
the insurance contract. Along with 
the contractual nature of insur-
ance, there are a few key concepts 
that regulators and owners should 
understand:

• 	Claims-Made Policy: Virtually 
all UST pollution insurance poli-
cies are “claims-made” policies. 
A claims-made policy only pays 
for claims reported during the 
period covered by the policy. 

• 	Retroactive Date: Only covers 
releases that occur after the ret-
roactive date in the insurance 
policy. If a release from an UST 
occurred prior to the retroactive 
date, this insurance policy will 
not cover it.

• 	Gap in Coverage: A period of 
operation for which there is no 
coverage. If a tank system was 
operational prior to the retroac-

tive date of the current policy, 
there may be a gap in coverage. 
In this case, any release that 
occurred prior to the retroactive 
date will not be covered by the 
policy. 

In general, UST insurance covers 
a release that occurs after the retroac-
tive date and is reported during the 
policy period. Reporting necessarily 
requires discovery. 

What About That Gap?
Today, most UST releases are not cat-
astrophic, are not discovered imme-
diately, and may not be discovered 
for many years. Most releases occur 
from components, such as the dis-
penser, that are not monitored by 
existing leak detection systems and 
are generally not discovered until 
soil and groundwater tests identify 
contamination. 

Unfortunately, many tank own-
ers conduct business under the 
assumption that if a release has not 
been discovered, then it has not 
occurred. For these owners, tank 
insurance is just another expense to 
be managed and obtained for the 
best price. As rates increase for older 
tanks, owners often shop for less 
expensive coverage, and many times 
will purchase new coverage without 
requiring the new carrier to pick up 
the old policy retroactive date. To 
save on insurance premiums, a gap 
in coverage has been created. 

Actions have consequences and 
you can’t change yesterday. This is 
true whether we are referring to a 
decision to save money by not per-
forming routine maintenance or by 
purchasing less expensive insurance 
without keeping the previous retro-
active date. With a gap in coverage, 
the insured will now have to docu-
ment that a release occurred on or 
after the retroactive date of the pol-
icy if a release is discovered.

If a tank owner replaces a pip-
ing run or a sump and discovers 

■ continued on page 26
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assessments associated with sales 
transactions. Due diligence requires 
a phase II environmental assessment 
in any sales transaction involving a 
petroleum UST. 

Baselines should also be con-
ducted when establishing a new 
retroactive date for UST insurance. 
Unfortunately, baselines cost money 
and when shopping for insurance, 
most owners are not looking for 
ways to spend more money.

How can we eliminate gaps in 
coverage? Maintaining a retroactive 
date that coincides with the install 
date eliminates the chance of a gap. 
Establishing a new baseline prior 
to obtaining a new retroactive date 
greatly reduces the chance of a gap. 

It’s Worth the Price
Insurance is a valuable FR mecha-
nism for owners who understand 
the terms of the policy. To eliminate 

a gap in coverage, two steps should 
be taken: 

•	 Make sure retroactive dates coin-
cide with the install date or a 
baseline assessment. 

•	 Make sure coverage is con-
tinuous until the next baseline 
assessment. 

Any time an owner is going 
to switch from one FR mechanism 
to another, either have the new FR 
provider pick up the old retroac-
tive date (back to the install date or 
last baseline) or conduct a new base-
line assessment before the expira-
tion of the existing FR mechanism. 
Both options will cost money, but not 
nearly as much as the cost of correc-
tive action if a release has occurred. ■

Patrick Rounds is President of PMMIC 
Insurance in Urbandale, IA. He can be 

reached at pjr@pmmic.com.

contamination, then what? When the 
non-catastrophic release is discov-
ered, how will the owner determine 
when it occurred? Leak detection 
records may not help because the 
release may not have been monitored 
by the leak detection system and 
was not detected when it occurred. 
Age-dating contaminants from soil 
and groundwater samples may not 
help because it is an inexact science 
that is subject to wide-ranging inter-
pretation. For an insured with a gap 
in coverage, the proof of when the 
release occurred will be a challenge.

The Solution Is to Eliminate 
Gaps in Coverage.
The best method to identify when a 
non-catastrophic leak occurred may 
be to document the last known date 
when a release had not occurred. If 
an insured can document that there 
had NOT been a release as of the ret-
roactive date, any release discovered 
thereafter can be presumed to have 
occurred after the retroactive date. 

A comprehensive analysis estab-
lishing the existence or absence of 
petroleum contamination is known 
as a baseline assessment (baseline). 
Versions of baselines are conducted 
at system closure, during compo-
nent replacement, prior to new 
installations, or as part of phase II 

Any time an owner is going to 
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to another, either have the new 
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■ Retroactive Dates and Gaps in 
Coverage from page 25

that has been passing triennial integ-
rity testing utilizing low-level test-
ing (see Moreau cover article)? How 
does one proceed? Obviously, if the 
torn boot is at a height that would 
include low-level testing, then the 
boot must be repaired. 

However, what if the boot is 
above the test-fluid level, must this 
boot be repaired? An argument 
could be made that if the sump 
passes low-level testing and the 
pump shut-down is in place, there is 
no need to fix the higher torn boot. 
The logic would be that because the 
leak would never reach the height 
of the torn boot (assuming pump 
shut down occurs as intended) there 
would be no release to the environ-
ment. Does our history of detecting 
leaks before a release to the environ-
ment occurs support this logic? Does 
this give me a warm and fuzzy feel-
ing about the concept of performing 
low-level integrity testing?

What if you interpret the rule to 
require that the torn boot is repaired 
regardless of the height above the 
bottom of the sump or if low-level 
integrity testing is done? Then we 
must consider what kind of sump-
integrity test is acceptable to dem-

onstrate that the sump has been 
properly repaired. Is it OK to per-
form a low-level test? Is it OK to test 
the sump at a fluid level four inches 
above the repaired boot? Must the 
entire sump be tested as is required 
by PEI RP1200 at a height of four 
inches above the highest penetration 
fitting or seam? 

It seems likely that all of this talk 
about low-level integrity testing is 
going to create a great deal of confu-
sion. I suspect many will think (or at 
least claim) that all you have to do 
is low-level testing regardless of the 
circumstances. This, however, could 
indeed be a very undesirable conse-
quence of low-level testing. ■

Kevin Henderson is a a petroleum stor-
age tank consultant. He can be reached 

at kevin4824@comcast.net
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■ Annual Containment-Sump 
Inspections from page 10
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NEIWPCC has a new website! Since the last LUSTLine issue, we have worked 
hard to develop a user-friendly site that offers our same tank-related 
resources in a new and improved format. Log on today and read archived 

LUSTLine articles, view a training webinar, or learn more about the 26th National 
Tanks Conference & Exposition (NTC), scheduled for September 11–13, 2018, 
at the Galt House Hotel in Louisville, Kentucky. NEIWPCC’s UST/LUST program 
homepage can be found here: http://neiwpcc.org/our-programs/underground-stor-
age-tanks/. 
	 Speaking of the NTC, the call for abstracts has been posted and will remain 
open through February 9th, 2018. We welcome all submissions—are you inter-
ested in developing a pre-conference workshop? a conference session? a poster? 
We are looking for presentations that focus on issues relevant to a wide audience 
of UST, LUST, and Financial Responsibility professionals. Please visit the confer-
ence website for more information: http://www.neiwpcc.org/tanksconference/.
	 Since the last LUSTLine issue, NEIWPCC has worked with our partners to pro-
vide a number of training opportunities for state, tribal, and territorial employees. 
We continue to offer online training through our UST Inspector Training Webinar 
Series, which is aimed mainly at UST inspectors and release prevention profes-
sionals. Our most recent training topic in the series was on UST System Repairs 
and UST System Manifolds. Archived inspector training webinars can be found 
here: http://www.neiwpcc.org/inspectortrainingwebinararchive.asp. 
	 For those interested in LUST issues, we offer our LUST Corrective Action 
Webinar Series. Our latest training offering in this series focused on Risk-Based 
Corrective Action (RBCA). Please visit our archive to view the RBCA webinar and 
previous LUST training webinars: http://www.neiwpcc.org/lust-cawebinararchive.
asp. NEIWPCC plans to offer more training webinars for each webinar series over 
the next year, and we will add these recordings to our archives.

If you have any questions about the NTC, training webinars, or other 
aspects of NEIWPCC’s UST/LUST program, please contact Drew Youngs at  
dyoungs@neiwpcc.org. ■

 Tank News From NEIWPCC.......
In Summary
SIR must be a quantitative report with 
a calculated leak rate and a calcu-
lated leak threshold for the data set. 
The data and data collection should 
also meet all third-party-evaluated 
(NWGLDE-listed) criteria. For SIR to 
“pass,” the following must be met:
•	 The data set calculated leak 

threshold and the minimum 
detectable leak rate need to be cal-
culated from the set of data ana-
lyzed.

•	 The data set calculated leak 
threshold cannot exceed half the 
minimum detectable leak rate. 

•	 The data set calculated leak 
threshold must be less than or 
equal to the third-party-evaluated 
(NWGLDE-listed) leak threshold.

•	 The data set calculated leak 
threshold must be less than or 
equal to half the minimum detect-
able leak rate.

•	 The calculated leak rate (for the 
system for that period) is less than 
the data set calculated leak thresh-
old. ■

FAQs from the NWGLDE
 ......continued from page 21
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